
The OLF-2005 NU Trailer Mounted Oil 
Filtration systems are designed to include all 
the necessary features required for oil 
processing, retrieving, flushing and refilling of 
transformers, circuit breakers, voltage 
regulators, switch gear and other oil filled 
equipment. 

The systems are self-contained. They are 
completely road-mobile and easy to operate. 
They contain: An oil holding tank with two 
chambers clean and processed oil; Two 
filtering chambers; Two hose reels; One Gas 
Generator; A control cabinet; Storage Bins, 
Trays and other. 

Oil Processing Operations:

 - Circulating oil from the Holding Tank through 
Filter Chamber R and/or L (individually, in 
series or in parallel).
- Circulating oil from Electrical Equipment 
Chamber through Filter R and/or L.
- Oil Filling Electrical Equipment from an oil 
tanker, drums or the holding tank.
- Pumping old oil from equipment to oil 
discarding container.

Benefits of Filtering the Oil

- Extends oil life and reduces cost of fluid disposal.
- Removes particulate contaminants and emulsified water.
- Maintains dialectic strength and properties of insulating oil.
- Reduces downtime due to equipment failure.
- Prolongs contact life and replacement.
- Very easy to handle and operate.
- Increases equipment life.
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Filter Housings

The pump is a positive displacement heavy duty, 
cast iron construction with carbon graphite bushing, 
Viton mechanical seal and an output capacity 
chosen from 20 to 40GPM (Transformer Oil). It is 
complete with an adjustable built-in pressure relief 
bypass valve.

The two filter housings are sized to 
accommodate one each FLUIDIX filter element  or 
other manufacturers. 

Pump

Fluidix OLF-2005 includes the following main 
equipment and components:

Technical Specifications
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Piping

Holding Tank

Hoses

Trailer

Electrical

1. Oil Filtration System  Model OLF-505 
2. Gasinert Nitrogen System  Model NIG-351 W
3. Transformer Cooling Fans
4. Cooling Fan Control  
5. Portable Oil Filtration System  Model OLF-1001
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TRANSFORMER FITTED WITH  EQUIPMENTFLUIDIX

Welded pipe joints 4-way and 3-way ball valves are 
incorporated to reduce the valve numbers, piping and the 
threaded joints. A gauge at the pump discharge indicates the 
back pressure encountered.  A mechanical strainer, before 
the pump inlet, removes coarse materials before reaching 
the pump and filters. Full port inlet and outlet isolation ball 
valves and male cam fittings with dust caps are provided.

Fluidix Model OLF-2005 NU with Gas Generator

A holding tank of 400 to 600 gallons provided with a 
pressure relief device, an oil level sight gauge, an overfilled 
shutoff, a manhole and other components.

Petroleum (Oil) Hoses, with continuity ground wire, fitted 
with male / female cam fittings on each end, to accommodate 
the system's inlet and outlet. Hose reels, manual or 
electrically operated can be provided.

The trailer is designed for over the road usage. It can be of one or two axle construction. For road safety, breakaway 
protection features, reflectors,lighting and other features are installed.  Lockable storage steel cabinets are provided.  The 
trailer is approved by provincial or state transport departments. Ample space for storage is provided (trays, baskets, 
cabinets, etc).

The input voltage can be single or three phase.  The system uses a 1¼  - 1½ HP motor, with a full load current of 
maximum 15 AMPS. A lockable gas generator incorporated to the electrical panel can be provided.

For details call the manufacturer or the manufacturer’s representative.
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